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BSVS marine television 
surveillance system 
BSVS marine television surveillance system and its technical means are intended for use on sea and 
river vessels to provide remote video surveillance of protected areas and vessel premises, transmission 
of visual and, if necessary, audio information to the navigating bridge and to the premises, designed 
for keeping watch on duty, as well as for automatic registration and storage of video information for 
its subsequent viewing and analysis.

Features:

MATERIAL:
STAINLESS STEEL

IP RAITING
 IP66/IP67

IMPACT RESISTANCEVIBRATION RESISTANCE

Certificates

Explosion-proof equipment

MARITIME REGISTER
The BSVS is certified by the Russian Maritime 
Register of Shipping

RIVER REGISTER
The BSVS marine television surveillance system is 
certified by the Russian River Register

TRANSPORT SECURITY
Certificate of Conformity for Technical Means of 
Transport Security

The equipment complies with TR CU 004/2011 
«On the safety of low-voltage equipment», CU 
020/2011 «Electromagnetic compatibility of technical 
equipment» and TR CU 012/2011 «‎On the safety of 
equipment for operating in explosive environments».

OPERATING TEMPERATURES
FROM -60 TO +55°С

RESISTANT TO ROLLING AND 
LONG BENDING

WIND RESISTANCE

Multispectral systems,
video cameras and thermal imagers

Multispectral systems, video cameras and 
thermal imagers for hazardous areas

Marine Displays
Optional equipment

Recorders
and archiving

Video cameras
for ship premises

21

33

41

46

49

CATALOG

Typical ship systems
television surveillance 10

BSVS marine television surveillance system 
www.bic-inform.ru

Hardware and software
solutions 6

32



5St. Petersburg, st. Paper, 9/1, office: 201-209               Tel: (812) 447-95-55     Fax:  (812) 447-95-55              E-mail: bic@bic-inform.ru

BSVS marine television surveillance system 
www.bic-inform.ru

BSVS marine television 
surveillance system

is certified by the Russian Maritime Register of Shipping 
and the Russian River Register.

System is certificated of Conformity 
for Technical Means of Transport Security

Certificates and licenses

Type Approval Certificate of the 
Russian Maritime Register of Shipping 
№19.00262.381

Russian River Register Approval 
Certificate 
№13-11.1-6.20-1328

Maritime 
Register

River Register

Certificate of conformity 
ГОСТ ISO 9001-2015 и ГОСТ 
РВ 0015-002-2012 
№ СДС СР СК.439-2021

Quality 
management 
system

Explosion-proof
PTR-407Ex

Explosion-proof
PTR-405Ex

Pan and Tilt units

Housing

Сертификаты соответствия (EAC)

Certificate of Conformity for Technical 
Means of Transport Security  № МВД 
РФ.03.000864

Transport
security

License to carry out activities for the 
development, production, testing and 
repair of aviation equipment

Production of
aviation 
equipment

Control device
lens parameters №183155

Patents

Housing for CCTV equipment
№178363

Pan and Tilt unit for outdoor 
surveillance camera
№2345501
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Mooring 
assistance system

Mooring assistance system is an intelligent video system. It displays on the 
monitor screen a panoramic top view of the vessel’s position with respect 
to the objects of approach by stitching images from cameras located along 
the side of the vessel. The monitor screen displays contour dimension lines 
to facilitate the perception of the distance from the vessel to the object of 
approach.

SYSTEM COMPOSITION

	 Video cameras

	 Devices for switching, recording and archiving

	 Marine Displays

	 Software
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Onboard complex 
for measuring ice thickness 
and ice channel width
It is intended for carrying out passing measurements of ice thickness and determining the parameters 
of the vessel’s movement. A video camera for measuring the ice thickness is installed on the bracket 
and directed along the side of the icebreaker, where the ice floes are inverted.
A video camera for measuring the width of the ice channel is installed on the railing and directed 
towards the stern of the icebreaker. 
Video streams from cameras go to the video signal processing unit. Ice thickness values, 
the photo of the ice floes and the width of the ice channel are recorded in the database. The video 
recorder accumulates video data.
When connected to bridge systems, you can get the values ​​of the current GPS / GLONASS coordinates 
of the icebreaker.

ВИДЕОКАМЕРЫ ДЛЯ ОТКРЫТЫХ ПАЛУБ СУДНА

BS1M
Full HD, 1/2.8’’ CMOS,
 f 2.8-12 mm
IP66/IP67, -60..+55°С

BVS61
Full HD, 1/2.8’’ CMOS, 
f 4.8-144 mm, 30х
IP66, -60..+55°С

PRO-IPH-BT0228M-R
Full HD, 1/2.8’’ CMOS, f 5.3-64 mm, 
12х, IP66, -40..+55°С,
PoE

*Developed jointly with «Institut sovremennykh tekhnologiy»

Installation
Open deck accommodation
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Installation
Ship premises

Installation
Open deck accommodation

Fishing vessel 
BSVS system
The video surveillance system is designed for remote security and technological 
surveillance on fishing vessels. Consists of BS series stainless steel cameras for 
installation on open parts of the ship, interior monitoring system based on PROGMATIC 
cameras, as well as devices for displaying, recording and archiving visual information.

VIDEO CAMERAS FOR OPEN DECKS OF THE SHIP

VIDEO CAMERAS FOR SHIP PREMISES

MARINE DISPLAY, RECORDING AND ARCHIVING DEVICES, ADDITIONAL EQUIPMENT

BS1M
видеокамера в корпусе
из нержавеющей стали
Full HD, 1/2.8’’ CMOS, f 2.8-12 мм
IP66/IP67, -60..+55°С

PRO-MIPD2340-DN
Full HD
CMOS 1/3’’, f 2.8 / 3.6 mm
IP66, IR, PoE

DISPLAY 19.5’’ VIDEO RECORDER
32 CHANNELS

NETWORK 
POE SWITCH

TRACKBALL

BVS81M/TM
Full HD, 1/2.8’’ CMOS, f 4.8-144 мм, 30х
640х480 тепловизор; 8-14 мкм
IP66/IP67, -60..+55°С

PRO-MIRV6339-DNA
FullHD
CMOS 1/2.8’’, f 2.8 mm
IP69K, IR, 12 V DC

www.bic-inform.ru www.bic-inform.ru
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BSVS System for 
Marine Special Vessel  
The system is designed to provide remote video surveillance of the protected areas 
and premises of the vessel, including the take-off and landing zone of helicopters, 
transmission of visual and, if necessary, audio information to the navigating bridge 
and to the premises intended for watch duty, as well as for automatic registration and 
storage of video information for its subsequent viewing and analysis.

VIDEO CAMERAS FOR OPEN DECKS OF THE SHIP

VIDEO CAMERAS FOR SHIP PREMISES

MARINE DISPLAY, RECORDING AND ARCHIVING DEVICES, ADDITIONAL EQUIPMENT

BS1M
Full HD, 1/2.8’’ CMOS,
 f 2.8-12 mm
IP66/IP67, -60..+55°С

PRO-MIPD2303-DN
Full HD
CMOS 1/3’’, f 2.8 / 4.0 mm
IP66, IR, PoE

DISPLAY 19.5’’ VIDEO RECORDER
32 CHANNELS

NETWORK 
POE SWITCH

TRACKBALL

BVS81M/TM
Full HD, 1/2.8’’ CMOS, f 4.8-144mm, 30х
640х480 thermal imager; 
IP66/IP67, -60..+55°С

BVS81M
Full HD, 1/2.8’’ CMOS, f 4.8-144 mm, 
30х, IP66/IP67, -60..+55°С

PRO-IPH-DM0529F
5MP
CMOS 1/2.9’’, f 2.8 / 3.6 mm
IP66, IR, microphone
PoE
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BSVS system 
for river hydrofoil vessel
The video surveillance system is designed for remote security video surveillance on 
river passenger ships. Consists of BS series stainless steel cameras and PRO series 
all-weather cameras for installation on open parts of the ship, anti-vandal cameras for 
monitoring the interior, as well as devices for displaying, recording and archiving visual 
information.

VIDEO CAMERAS FOR OPEN DECKS OF THE SHIP

VIDEO CAMERAS FOR SHIP PREMISES

MARINE DISPLAY, RECORDING AND ARCHIVING DEVICES, ADDITIONAL EQUIPMENT

BS5M
Full HD, 1/2.8’’ CMOS, f 2.8 mm
IP66/IP67, -60..+55°С

PRO-IPH-DM0529F
5MP
CMOS 1/2.9’’, f 2.8 / 3.6 mm
IP66, IR, microphone
PoE

DISPLAY 10’’ VIDEO RECORDER
16 CHANNELS

NETWORK 
POE SWITCH

TRACKBALL

PRO-MIPD2340-DN
Full HD
CMOS 1/3’’, f 2.8 / 3.6 mm
IP66, IR
PoE

PRO-MIRV6339-DNA
FullHD
CMOS 1/2.8’’, f 2.8 mm
IP69K, IR
12 B DC
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BSVS system 
for dry cargo ship
The video surveillance system is designed for remote security and technological 
surveillance on cargo ships. Consists of BS series stainless steel cameras for installation 
on open parts of the ship, interior monitoring system based on PROGMATIC cameras, as 
well as devices for displaying, recording and archiving visual information.

VIDEO CAMERAS FOR OPEN DECKS OF THE SHIP

VIDEO CAMERAS FOR SHIP PREMISES

MARINE DISPLAY, RECORDING AND ARCHIVING DEVICES, ADDITIONAL EQUIPMENT

BS5M
Full HD, 1/2.8’’ CMOS, f 2.8 mm
IP66/IP67, -60..+55°С

PRO-IPH-DM0529F
5MP
CMOS 1/2.9’’, f 2.8 / 3.6 mm
IP66, IR, microphone
PoE

BS1M
Full HD, 1/2.8’’ CMOS,
 f 2.8-12 mm
IP66/IP67, -60..+55°С

PRO-MIRV6320-DNA
HD
CMOS 1/3’’, f 1.9 mm
IP66, IR
12 B DC
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Installation
Ship premises

Installation
Open deck accommodation
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Explosion Proof 
Marine Surveillance System
The system is designed for security and technological monitoring on chemical, oil, gas 
tankers. The equipment included in the system has a high explosion protection class 
(1Ex db IIC T6 X / Ex tb IIIC T80 ° C Db X / PB Ex d I Mb X). Outdoor video cameras are 
made of stainless steel, chemically resistant. They have an extended range of operating 
temperatures (from -60 to + 55 ° С)

VIDEO CAMERAS FOR OPEN DECKS OF THE SHIP

VIDEO CAMERAS FOR SHIP PREMISES

BVS7Ex
Full HD, 1/2.8’’ CMOS,
 f 4.8-144 mm, 30х
IP66/IP67, -60..+55°С

PRO-MIPD2303-DN
Full HD
CMOS 1/3’’, f 2.8 / 4.0 mm
IP66, IR
PoE

BS2Ex
UltraHD, 1/1.7’’ CMOS, f 6.0-180 mm, 30х
IP66/IP67, -60..+55°С

BT1Ex
thermal imager
640х480, NETD <50
f 30 mm, IP66/IP67, -60..+55°С

PRO-IPH-DM0529F
5MP
CMOS 1/2.9’’, f 2.8 / 3.6 mm
IP66, IR, microphone
PoE
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MARINE DISPLAY, RECORDING AND ARCHIVING DEVICES, ADDITIONAL EQUIPMENT

DISPLAY 19.5’’ VIDEO RECORDER
32 CHANNELS

NETWORK 
POE SWITCH

TRACKBALL

Installation
Ship premises

Installation
Open deck accommodation
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BSVS marine television surveillance 
system. Structural scheme

Multispectral systems, video 
cameras, thermal imagers

for installation on the deck of a ship and the coastal 
territory of transport infrastructure facilities
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Stainless steel multispectral PTZ cameras

Multispectral stainless steel PTZ cameras for 24/7 surveillance in harsh 
chemical environments, seawater and salt spray conditions. Provide 
observation in the visible and infrared ranges. Designed for installation on the 
open deck of a ship.

Series BVS8/TM*
Sensor 1/1.7’’ CMOS
Resolution UHD
Sensitivity, lx 0.01
Lens (f), mm from 6.0 to 180
Optical zoom 30
Horizontal viewing angle, degrees from 60 to 1.2
Thermal imager resolution 640х480
IR lens (f), mm 20
Imaging sensor uncooled microbolometer
Pixel size, μm 17
Spectral range, μm from 8 to 14
NETD <50
Pan range, degrees from 0 to 360 without restrictions
Tilt range, degrees from +90 to -90
Pan/tilt speed, degrees/s up to 40
Accuracy, ± degrees 0.2
Power supply, V from 18 to 36 DC
Power consumption, W max 400
IP range IP66/IP67
Operating temperature, °С from -60 to +55
Dimensions, mm 300х465х225
Weight, kg 18

STAINLESS
STEEL

IP66/IP67 FROM -60 
TO +55°С

BVS8/TM Series

RESOLUTION OPTICAL
ZOOM

SPECTRUM
8-14 μм

    30х

CLEANING SYSTEM OPTIONS

SPECIFICATIONS

WIPER WASHER AIR
HOOD

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!

FEATURES

INSTALLATION

Series BVS8*
Sensor 1/2.8’’ CMOS
Resolution FullHD
Sensitivity, lx 0.01
Lens (f), mm from 4.8 to 144
Optical zoom 30
Horizontal viewing angle, degrees from 59.2 to 2.2
Pan range, degrees from 0 to 360 without restrictions
Tilt range, degrees from +90 to -90
Pan/tilt speed, degrees/s up to 40
Accuracy, ± degrees 0.2
Power supply, V from 18 to 36 DC
Power consumption, W max 400
IP range IP66/IP67
Operating temperature, °С from -60 to +55
Dimensions, mm 300х295х225
Weight, kg 13.5

RESOLUTION OPTICAL
ZOOM

    30х

BVS8 Series
Stainless steel PTZ cameras

STAINLESS
STEEL

IP66/IP67 FROM -60 
TO +55°С

CLEANING SYSTEM OPTIONS

FEATURES

SPECIFICATIONS

WIPER WASHER AIR
HOOD

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!
Stainless steel PTZ cameras for round-the-clock surveillance in harsh 
chemical environments, conditions of exposure to sea water and salt fog. 
Designed for installation on the open deck of a ship.

INSTALLATION
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Multispectral PTZ cameras

Multispectral PTZ cameras for 24/7 surveillance in visible and infrared ranges. 
Designed for installation in coastal areas of transport infrastructure facilities.

STAINLESS
STEEL

IP66/IP67 FROM -60 
TO +55°С

BVS6/TM Series

FEATURES

RESOLUTION OPTICAL
ZOOM

SPECTRUM
8-14 μм

    30х

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!

SPECIFICATIONS

Series BVS6/TM*
Sensor 1/2.8’’ CMOS
Resolution Full HD
Sensitivity, lx 0.01
Lens (f), mm from 4.8 to 144
Optical zoom 30
Horizontal viewing angle, degrees from 59.5 to 2.2
Thermal imager resolution 640x480
IR lens (f), mm 15-100
Imaging sensor uncooled microbolometer
Pixel size, μm 17
Spectral range, μm from 8 to 14
NETD <50
Pan range, degrees from 0 to 360 without restrictions
Tilt range, degrees from +45 to -90
Pan/tilt speed, degrees/s up to 80 (h), 

up to 50 (v)
Accuracy, ± degrees 0.3
Power supply, V from 12 to 36 DC/ 

24 AC, 50 Hz
Power consumption, W max 240
IP range IP66
Operating temperature, °С from -60 to +55
Dimensions, mm 395х235х295
Weight, kg 13

INSTALLATION

BVS6 Series
PTZ cameras

CLEANING SYSTEM OPTIONS

FEATURES

SPECIFICATIONS

WIPER WASHER AIR
HOOD

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!
Rotary video cameras for round-the-clock video surveillance. Designed for 
installation in coastal areas of transport infrastructure facilities.

ALUMINIUM IP66 FROM -60 
TO  +55°С

RESOLUTION OPTICAL
ZOOM

    42х

Series BVS6*
Sensor 1/2.8’’ CMOS
Resolution Full HD
Sensitivity, lx 0.01
Lens (f), mm from 7.0 to 300
Optical zoom 42
Horizontal viewing angle, degrees from 50.4 to 1.2
Pan range, degrees from 0 to 360 without restrictions
Tilt range, degrees from +45 to -90
Pan/tilt speed, degrees/s up to 80 (h), 

up to 50 (v)
Accuracy, ± degrees 0.3
Power supply, V from 12 to 36 DC/ 

24 AC, 50 Hz
Power consumption, W max 240
IP range IP66
Operating temperature, °С from -60 to +55
Dimensions, mm 370*175*280
Weight, kg 11

INSTALLATION
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High-precision high-speed 
multispectral PTZ cameras

Multispectral PTZ cameras for 24/7 surveillance in visible and infrared ranges. 
They have high positioning accuracy (± 0.05). Designed for installation in 
coastal areas of transport infrastructure facilities.

BVS4/TM Series

FEATURES

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!

SPECIFICATIONS

ALUMINIUM IP66 FROM -60 
TO +55°С

RESOLUTION SPECTRUM
8-14 μм

OPTICAL
ZOOM

    50х

Series BVS4/TM*
Sensor 1/1.8’’ CMOS
Resolution UHD
Sensitivity, lx 0.01
Lens (f), mm from 20 to 1000

Optical zoom 50
Horizontal viewing angle, degrees from 17.83 to 0.38

Thermal imager resolution 640х512

IR lens (f), mm 25-225

Imaging sensor uncooled microbolometer
Pixel size, μm 17
Spectral range, μm from 8 to 14
NETD <50
Pan range, degrees from 0 to 360 without restrictions
Tilt range, degrees from +90 to -90

Pan/tilt speed, degrees/s up to 60
Accuracy, ± degrees 0.05
Power supply, V from18 to 36 DC

Power consumption, W max 370
IP range IP66
Operating temperature, °С from -60 to +55
Dimensions, mm 385х670х440

Weight, kg 65

INSTALLATION

RESOLUTION OPTICAL
ZOOM

    30х

BS1M Series
Stainless steel cameras

STAINLESS
STEEL

IP66/IP67 FROM -60 
TO +55°С

CLEANING SYSTEM OPTIONS

FEATURES

SPECIFICATIONS

WIPER WASHER AIR
HOOD

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!
Video cameras for round-the-clock surveillance in aggressive environments, 
sea water and salt fog. Can be equipped with a system for cleaning the 
protective glass of the housing. Designed for installation on the open deck 
of a ship.

Series BS1M*
Sensor 1/2.8’’ CMOS
Resolution FullHD
Sensitivity, lx 0.01
Lens (f), mm from 4.8 to 144
Optical zoom 30
Horizontal viewing angle, degrees from 59.5 to 2.2
Power supply, V 24 DC/ 230 AC, 50 Hz / PoE++
Power consumption, W max 75
Chemical resistant design Х1 / Х2 / Х3
IP range IP66/IP67
Operating temperature, °С from -60 to +55
Dimensions, mm 322x227x144
Weight, kg 6

INSTALLATION
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Series BS4M*
Sensor 1/2.8’’ CMOS
Resolution FullHD
Sensitivity, lx 0.01
Lens (f), mm from 7.5 to 127
Optical zoom 17
Horizontal viewing angle, degrees from 40.2 to 2.1
Power supply, V 24 DC/ 230 AC, 50 Hz / PoE++
Power consumption, W max 75
Chemical resistant design Х1 / Х2 / Х3
IP range IP66/IP67
Operating temperature, °С from -60 to +55
Dimensions, mm 620x226x240
Weight, kg 10

STAINLESS
STEEL

IP66/IP67 FROM -60 
TO +55°С

RESOLUTION OPTICAL
ZOOM

    17х

Stainless steel cameras

Video cameras for round-the-clock surveillance in aggressive environments, 
sea water and salt fog. Designed for installation on the open deck of a ship.

BS4M Series

FEATURES

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!

SPECIFICATIONS INSTALLATION

BS5M Series
Compact stainless steel cameras

FEATURES

SPECIFICATIONS

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!

Video cameras for round-the-clock surveillance in aggressive environments, 
sea water and salt fog. They have compact dimensions. Designed for 
installation on the open deck of a ship.

Series BS5M*
Sensor 1/2.8’’ CMOS
Resolution Full HD
Sensitivity, lx 0.01
Lens (f), mm 2.8
Optical zoom 90
Power supply, V 12 DC/PoE++
Power consumption, W max 40
IP range IP66/IP67
Operating temperature, °С from -40 to +55
Dimensions, mm 103x92x102
Weight, kg 1.6

STAINLESS
STEEL

IP66/IP67 FROM -40 
TO +55°С

RESOLUTION

NEW

INSTALLATION
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BT1M Series
Stainless Steel Thermal imaging cameras

CLEANING SYSTEM OPTIONS

FEATURES

SPECIFICATIONS

WIPER WASHER AIR
HOOD

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!
Thermal imaging cameras for infrared surveillance in aggressive environments, 
sea water and salt fog. Designed for installation on the open deck of a ship.

Series BT1M*
Imaging sensor uncooled microbolometer
Thermal imager resolution 640х480
IR lens (f), mm 30
Pixel size, μm 17
Spectral range, μm from 8 to 14
NETD <50
Power supply, V 24 DC/ 230 AC, 50 Hz / PoE++
Power consumption, W max 75
IP range IP66/IP67
Operating temperature, °С from -60 to +55
Dimensions, mm 322x227x144
Weight, kg 6

STAINLESS
STEEL

IP66/IP67 FROM -60 
TO +55°С

ИК 
f=30мм

СПЕКТР
8-14 μм

INSTALLATION

Multispectral systems, video 
cameras and thermal imagers 

for use in hazardous areas

31
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Series BVS72Ex*
Sensor 1/2.8’’ CMOS
Resolution Full HD
Sensitivity, lx 0.01
Lens (f), mm from 7.0 to 300
Optical zoom 42
Horizontal viewing angle, degrees from 50.4 to 1.2
Pan range, degrees from 0 to 360 without restrictions
Tilt range, degrees from +90 to -90
Pan/tilt speed, degrees/s up to 40
Accuracy, ± degrees 0.2
Power supply, V from 18 to 36 DC
Power consumption, W max 320
Explosion protection marking 1Ех db IIC T6 X / Ех tb IIIC T80oC Db X 

/ PB Ex db I X
IP range IP66/IP67
Operating temperature, °С from -60 to +55
Dimensions, mm 485х310х410
Weight, kg 32

STAINLESS
STEEL

IP66/IP67 FROM -60 
TO +55°С

RESOLUTION OPTICAL
ZOOM

    42х

BVS7Ex Series
Explosion-Proof PTZ Cameras

FEATURES

SPECIFICATIONS

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!

Explosion-proof stainless steel PTZ cameras for round-the-clock surveillance 
in hazardous areas, aggressive chemical environments, sea water and salt 
spray conditions. Designed for installation on the open deck of a ship.

1Ех db IIC T6 X 
Ех tb IIIC T80oC Db X  
PB Ex db I X

INSTALLATION

Explosion-Proof Multispectral PTZ Cameras

Multispectral stainless steel PTZ cameras for 24/7 surveillance in hazardous 
areas, harsh chemical environments, seawater and salt spray conditions. 
Provide observation in the visible and infrared ranges. Designed for installation 
on the open deck of a ship.

BVS7Ex/TM Series

SPECIFICATIONS

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!

FEATURES

Series BVS7Ex/TM*

Sensor 1/1.7’’ CMOS

Resolution UHD

Sensitivity, lx 0.01

Lens (f), mm from 6.0 to 180

Optical zoom 30

Horizontal viewing angle, degrees from 60 to 1.2

Thermal imager resolution 640х480

IR lens (f), mm 20

Imaging sensor uncooled microbolometer

Pixel size, μm 17

Spectral range, μm from 8 to 14

NETD <50

Pan range, degrees from 0 to 360 without restrictions
Tilt range, degrees from +90 to -90
Pan/tilt speed, degrees/s up to 40
Accuracy, ± degrees 0.2
Power supply, V from 18 to 36 DC
Power consumption, W max 320
Explosion protection marking 1Ех db IIC T6 X / Ех tb IIIC T80oC Db X 

/ PB Ex db I X
IP range IP66/IP67
Operating temperature, °С from -60 to +55
Dimensions, mm 390х320х415

Weight, kg 40

STAINLESS
STEEL

IP66/IP67 FROM -60 
TO +55°С

RESOLUTION OPTICAL
ZOOM

SPECTRUM
8-14 μм

    30х

1Ех db IIC T6 X 
Ех tb IIIC T80oC Db X  
PB Ex db I X

CLEANING SYSTEM OPTIONS

WIPER

INSTALLATION
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STAINLESS
STEEL

IP66/IP67 FROM -60 
TO +55°С

RESOLUTION OPTICAL
ZOOM

    42х

BS4Ex Series
Explosion-Proof stainless steel Cameras

FEATURES

SPECIFICATIONS

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!

Explosion-proof video cameras for round-the-clock surveillance in hazardous 
areas, conditions of exposure to aggressive media, sea water and salt fog. 
Designed for installation on the open deck of a ship.

1Ех db IIC T6 X 
Ех tb IIIC T80oC Db X  
PB Ex db I X

Series BS4Ex*
Sensor 1/2.8’’ CMOS
Resolution Full HD
Sensitivity, lx 0.01
Lens (f), mm from 7.0 to 300
Optical zoom 42
Horizontal viewing angle, degrees from 50.4 to 1.2
Power supply, V 24 DC/ 24 AC, 50 Hz/ 230 AC, 50 Hz/

PoE++
Power consumption, W max 75
Explosion protection marking 1Ех db IIC T6 X / Ех tb IIIC T80oC Db X 

/ PB Ex db I X
Chemical resistant design Х1 / Х2 / Х3
IP range IP66/IP67
Operating temperature, °С from -60 to +55
Dimensions, mm 620х174х228
Weight, kg 10.1

NEW

INSTALLATION

BS2Ex Series
Explosion Proof Video Cameras 
with cleaning system

FEATURES

SPECIFICATIONS

CLEANING SYSTEM OPTIONS

WIPER

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!

Explosion-proof video cameras for round-the-clock surveillance in hazardous 
areas, conditions of exposure to aggressive media, sea water and salt fog. 
Equipped with a system for cleaning the protective glass of the housing. 
Designed for installation on the open deck of a ship.

STAINLESS
STEEL

IP66/IP67 FROM -60 
TO +55°С

RESOLUTION OPTICAL
ZOOM

    30х

1Ех db IIC T6 X 
Ех tb IIIC T80oC Db X  
PB Ex db I X

Series BS2Ex*
Sensor 1/1.7’’ CMOS
Resolution UHD
Sensitivity, lx 0.01
Lens (f), mm from 6.0 to 180
Optical zoom 30
Horizontal viewing angle, degrees from 60 to 1.2
Power supply, V 24 DC/ 24 AC, 50 Hz/ 230 AC, 50 Hz/

PoE++
Power consumption, W max 75
Explosion protection marking 1Ех db IIC T6 X / Ех tb IIIC T80oC Db X 

/ PB Ex db I X
Chemical resistant design Х1 / Х2 / Х3
IP range IP66/IP67
Operating temperature, °С from -60 to +55
Dimensions, mm 620х174х228
Weight, kg 10.1

NEW

INSTALLATION
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RESOLUTION OPTICAL
ZOOM

    20х

Series BS3Ex*
Sensor 1/2.8’’ CMOS
Resolution FullHD
Sensitivity, lx 0.01
Lens (f), mm from 5 to 100
Optical zoom 20
Horizontal viewing angle, degrees from 52 to 2.9
Power supply, V 12 DC/ 230 AC, 50 Hz/ PoE++
Power consumption, W max 75
Explosion protection marking 1Ех db IIC T6 X / Ех tb IIIC T80°C Db X 

/ PB Ex d I Mb X
Chemical resistant design Х1 / Х2 / Х3
IP range IP66/IP67
Operating temperature, °С from -60 to +55
Dimensions, mm 470х226х213
Weight, kg 6.3

STAINLESS
STEEL

IP66/IP67 FROM -60 
TO +55°С

BS3Ex Series
Explosion-Proof stainless steel Cameras

FEATURES

SPECIFICATIONS

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!

Explosion-proof video cameras for round-the-clock surveillance in hazardous 
areas, conditions of exposure to aggressive media, sea water and salt fog. 
Designed for installation on the open deck of a ship.

1Ех db IIC T6 X 
Ех tb IIIC T80oC Db X  
PB Ex db I X

INSTALLATION

BS1Ex Series
Explosion-Proof stainless steel Cameras

FEATURES

SPECIFICATIONS

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!

Explosion-proof video cameras for round-the-clock surveillance in hazardous 
areas, conditions of exposure to aggressive media, sea water and salt fog. 
Designed for installation on the open deck of a ship.

STAINLESS
STEEL

IP66/IP67 FROM -60 
TO +55°С

1Ех db IIC T6 X 
Ех tb IIIC T80oC Db X  
PB Ex db I X

Series BS1Ex*
Sensor 1/2.8’’ CMOS
Resolution FullHD
Sensitivity, lx 0.01
Lens (f), mm from 4.8 to 144
Optical zoom 30
Horizontal viewing angle, degrees from 59.5 to 2.2
Power supply, V 12 DC/230 AC, 50 Hz/PoE++
Power consumption, W max 75
Explosion protection marking 1Ех db IIC T6 X / Ех tb IIIC T80°C Db X /  

PB Ex d I Mb X
Chemical resistant design Х1 / Х2 / Х3
IP range IP66/IP67
Operating temperature, °С from -60 to +55
Dimensions, mm 434х226х213
Weight, kg 5.8

RESOLUTION OPTICAL
ZOOM

    30х

INSTALLATION
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BT1Ex Series
Explosion Proof Stainless Steel Thermal 
Imaging Cameras

FEATURES

SPECIFICATIONS

* Modification according to 
the technical specifications 
or the initial data of the 
customer is possible.

!

Explosion-proof thermal imaging cameras in a stainless steel thermal 
casing are designed for observation in the infrared range in explosive areas, 
conditions of exposure to aggressive media, sea water and salt fog. Designed 
for installation on the open deck of a ship.

STAINLESS
STEEL

IP66/IP67 FROM -60 
TO +55°С

1Ех db IIC T6 X 
Ех tb IIIC T80oC Db X  
PB Ex db I X

Series BT1Ex*
Imaging sensor uncooled microbolometer
Thermal imager resolution 640х480
IR lens (f), mm 30
Pixel size, μm 17
Spectral range, μm from 8 to 14
NETD <50
Power supply, V 12 DC/ 230 AC, 50 Hz/ PoE++
Power consumption, W max 75
Explosion protection marking 1Ех db IIC T6 X / Ех tb IIIC T80oC Db X 

/ PB Ex db I X
Chemical resistant design Х1 / Х2 / Х3
IP range IP66/IP67
Operating temperature, °С from -60 to +55
Dimensions, mm 434х226х213
Weight, kg 5.8

IR
f=30mm

SPECTRUM
8-14 μм

INSTALLATION

Video cameras 
for installation in ship premises

39
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Video analytics Smart Analytics

1. Crossing the line. 

2. Entrance to the zone. 

3. Defocus detection. Alerts when the image is out of focus 
as a result of camera lens defocusing or becoming dirt. This 
is possible, for example, if someone shifts off the focus 
deliberately or by inadvertence. 

4. Closing of the camera. Identifies all cases of unintentional or 
intentional lens closure. 

5. Smart flow. Allows one to select in the frame a zone of higher 
resolution than in the rest of the frame.

6. Abnormal colors. Reacts to an attempt to set an 
artificial background in front of the camera. 

7. Abnormal brightness. Reacts to backlight. 

8. Abnormal sound. Reacts to sound changes. 

9. Abandoned items. Reacts to the appearance of an 
object in the frame or the disappearance of an object 
from the frame. The detector can detect, for example, the 
disappearance of a laptop from a table, a briefcase left in 
the lobby of a building, or an improperly parked car.

Functional capabilities of analytics in PRO series cameras

S

Steering 
engine room

Engine room,
vessel engine 
room

Engine room, 
central control 
station

Wheelhouse

Сorridors

Service premises

Placement of CCTV Cameras
PRO-IPH / PRO-IPM

PRO-IPМ Network Cameras
Series PRO-IPM-BT0430M
Sensor 1/3’’
Resolution 4MP
Sensitivity, lx 0.008
Lens (f), mm from 2.8 to 12 (autofocus)
Functions IR illumination, microphone
Supply voltage, V 12 DC / PoE
Power consumption, W max 10
IP range IP66
Operating temperature, °С from -40 to +55
Dimensions, mm 217 x 107,9 x 76

IP66FROM -40 TO +55°СRESOLUTION

4MP

PRO-IPM Anti-vandal network cameras
Series PRO-IPM-DM0430F
Sensor 1/3’’ CMOS
Resolution 4MP
Sensitivity, lx 0.008
Lens (f), mm 4 (6,8)
Functions IR illumination, microphone
Supply voltage, V 12 DC / PoE
Power consumption, W max 10
IP range IP66
Operating temperature, °С from -40 to +55
Dimensions, mm D 105 х 80.7

IP66FROM -40 TO +55°СRESOLUTION

4МP

PRO-IPН Network Cameras
Series PRO-IPH-DM0529F
Sensor 1/2.9’’ CMOS
Resolution 5MP
Sensitivity, lx 0.006
Lens (f), mm 2.8/3.6
Functions IR illumination, microphone, Super WDR
Supply voltage, V PoE
Power consumption, W max
IP range IP66
Operating temperature, °С from-40 to +55
Dimensions, mm 110.8 х 118.5 х 65

IP66FROM -40 TO +55°СRESOLUTION

5МP

S

S

S

* The catalog contains selected models of the series.!
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Серии PRO-IPH

PRO-IPH Network Cameras
Series PRO-IPH-BT0228M-R
Sensor 1/2.8’’ CMOS
Resolution Full HD
Sensitivity, lx 0.002
Lens (f), mm 5.3-64
Optical zoom 12
Functions IR illumination, Super WDR, microphone, 

alarm input / output
Supply voltage, V PoE
Power consumption, W max 11
IP range IP66
Operating temperature, °С from -40 to +55
Dimensions, mm D 107 х 266

FROM -40 TO +55°С

    12х

RESOLUTION IP66

PRO-IPH Network Cameras
Series PRO-IPH-FE1217
Sensor 1/1.7’’ CMOS
Resolution 12MP
Sensitivity, lx 0.01
Lens (f), mm 1.98
Functions IR illumination, Super WDR, built-in 

microphone, audio output
Supply voltage, V 12 DC /  PoE
Power consumption, W max 8
IP range IP66
Operating temperature, °С from -40 to +55

IP66FROM -40 TO +55°СRESOLUTION

12MP

360°

PRO-IPH Network PTZ Cameras
Series PRO-IPH-SD0529M
Sensor 1/2.9’’ CMOS
Resolution 5MP
Sensitivity, lx 0.006
Lens (f), mm from 4.7 to 141
Optical zoom 30
Functions WDR
Supply voltage, V 24 AC / PoE
Power consumption, W max 35
IP range IP66
Operating temperature, °С from -40 to +55
Dimensions, mm D 204,8 х 308

IP66FROM -40 TO +55°СRESOLUTION

    30х

5MP

S

S

S

*В каталоге представлены выборочные модели серии. ! * The catalog contains selected models of the series.!

Серии PRO-MIRV

PRO-MIRV Anti-vandal network cameras
Series MIRV6320-DNA
Sensor 1/3’’
Resolution 720p
Sensitivity, lx 0.0
Lens (f), mm 1.9
Functions IR illumination up to 8 m
Supply voltage, V 12 DC
Consumption current, mA 250
IP range IP66
Operating temperature, °С from -40 to +70
Dimensions, mm D 102 x 60

IP66FROM -40 TO +70°СRESOLUTION

HD

PRO-MIRV Anti-vandal network cameras

S

* The catalog contains selected models of the series.!

Series PRO -MIRV6339 -DNA
Sensor 1/2.8’’ CMOS
Resolution Full HD
Sensitivity, lx 0.05
Lens (f), mm 2.8 (3.6)
Functions IR illumination up to 15 m
Supply voltage, V 12 DC
Consumption current, mA 260
IP range IP69K
Operating temperature, °С from -40 to +70
Dimensions, mm 66 х 58 х 46

IP69KFROM -40 TO +70°С

S

RESOLUTION



45St. Petersburg, st. Paper, 9/1, office: 201-209               Tel: (812) 447-95-55     Fax:  (812) 447-95-55              E-mail: bic@bic-inform.ru

BSVS marine television surveillance system 
www.bic-inform.ru

Recording and 
archiving devices

PRO-NVR

* The catalog contains selected models of the series.!

PRO-NVR Network video recorder, 32 channels
Model PRO-NVR-032H4A8-216M*
Video channels 32 (8 with analitics)
Resoution 4К
HDD 4
Video outputs 1хHDMI/1xVGA
Interfaces USB 1xUSB2.0/1xUSB3.0
LAN connection RJ45 100/100/1000Mbit
Alarm moves / outputs, pcs 4/1
Supply voltage, V 12 DC
Power consumption, W 72
Dimensions, mm 430х318х66,5

PRO-NVR Network video recorder, 64 channels
Model PRO-NVR-064H16A8-512M*
Video channels 64 (8 with analitics)
Resoution 4К
HDD 16
Video outputs 2хHDMI/2xVGA
Interfaces USB 2xUSB2.0/1xUSB3.0
LAN connection RJ45 100/100/1000Mbit
Alarm moves / outputs, pcs 16/8
Supply voltage, V 100-240 AC
Power consumption, W 400
Dimensions, mm 430х483х143

PRO-NVR Network video recorder, 128 channels
Model PRO-NVR-128H24A8-640M*
Video channels 128  (8 with analitics)
Resoution 4К
HDD 24
Video outputs 2хHDMI/2xVGA
Interfaces USB 2xUSB2.0/1xUSB3.0
LAN connection RJ45 100/100/1000Mbit
Alarm moves / outputs, pcs 16/8
Supply voltage, V 100-240 AC
Power consumption, W 400
Dimensions, mm 430х483х143

RESOLUTION

8MP
CHANNELS

32
VIDEO

ANALITICS

RESOLUTION

8МP
CHANNELS

64
VIDEO

ANALITICS

RESOLUTION

8МP
CHANNELS

128
VIDEO

ANALITICS
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*В каталоге представлены выборочные модели серии. !

Серия PRO-MDVR

* The catalog contains selected models of the series.!

PRO-MNVR Mobile NVR 4 channels
Model PRO-MNVR0400*
Video channels 4
Resoution Full HD
HDD 1*HDD 2,5’’ up to 2TB. (SSD up to 1TB)
Video outputs H.264/H.265
Interfaces USB 1 x USB2.0(Type A)+ 1 x USB2.0(Type B)
LAN connection 4 x RJ45 (10/100 M POE port)
Alarm moves / outputs, pcs 8/2
Supply voltage, V from 8 to 36 DC, ACC
Power consumption, W 40
Dimensions, mm 255.3 x 150 x 89.1

PRO-MNVR Mobile NVR 8 channels
Model PRO-MNVR0800*
Video channels 8
Resoution Full HD
HDD 2*HDD 2,5’’ up to 2TB. (SSD up to 1TB)
Video outputs H.264/H.265
Interfaces USB 1 x USB2.0(Type A) + 1 x USB2.0(Type B)
LAN connection 8 x RJ45 (10/100 M POE port)
Alarm moves / outputs, pcs 8/2
Supply voltage, V from 8 to 36 DC, ACC
Power consumption, W 168
Dimensions, mm 324.6 x 238 x 116

PRO-MNVR Mobile NVR 16 channels
Model PRO-MNVR1600*
Video channels 16
Resoution Full HD
HDD 2*HDD 2,5’’ up to 2TB. (SSD up to 1TB)
Video outputs H.264/H.265
Interfaces USB 1 x USB2.0(Type A) + 1 x USB2.0(Type B)
LAN connection 16 x RJ45 (10/100 M POE port)
Alarm moves / outputs, pcs 8/2
Supply voltage, V from 8 to 36 DC, ACC
Power consumption, W 168
Dimensions, mm 324.6 x 238 x 116

RESOLUTION CHANNELS

4

RESOLUTION CHANNELS

8

FROM -40 TO +55°С

FROM -40 TO +55°С

RESOLUTION CHANNELS

16
FROM -40 TO +55°С

Marine monitors and displays. 
Optional equipment
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PRO-AС

PRO-AC PoE network switches, 24 ports
Model PRO-AC0224
Number of ports 26
PoE ports 24
Interface 24 ports -10/100Mbps

2 ports UPLINK - 10/100/1000Mbps / 2 
ports SFP - 1000Mbps , COMBO

Standards and Protocols IEEE802.3 af/at, IEEE 802.3, IEEE 802.3i 
10BASE-T, IEEE 802.3u 100BASE-TX, IEEE 
802.3x, IEEE 802.1q

Max Power Consumption, W < 400
Power per port, W < 30 
Switching Capacity, Gbps 16
Operating temperature, °С from -20 to +55
Dimensions, mm 440 x 290 x 45
PoE transmission method А: 1, 2 (+), 3, 6 (-)

PRO-AC PoE network switches, 4 ports
Model PRO-AC0204
Number of ports 6
PoE ports 4
Interface 4 ports - 10/100Mbps

2 ports UPLINK - 10/100Mbps
Standards and Protocols IEEE802.3 af/at, IEEE 802.3, IEEE 802.3i 

10BASE-T, IEEE 802.3u 100BASE-TX, IEEE 
802.3x, IEEE 802.1q

Max Power Consumption, W < 80
Power per port, W < 30
Switching Capacity, Gbps 1.6
Operating temperature, °С from -10 to +55
Dimensions, mm 190 x 130 x 32
PoE transmission method А: 1, 2 (+), 3, 6 (-)

PRO-AC PoE network switches, 8 ports
Model PRO-AC-0208
Number of ports 10
PoE ports 8
Interface 8 ports - 10/100Mbps +2 ports UPLINK - 

10/100Mbps
Standards and Protocols IEEE802.3 af/at, IEEE 802.3, IEEE 802.3i 

10BASE-T, IEEE 802.3u 100BASE-TX, IEEE 
802.3x, IEEE 802.1q

Max Power Consumption, W < 120
Power per port, W < 30
Switching Capacity, Gbps 2
Operating temperature, °С from -10 to +55
Dimensions, mm 210 x 150 x 33
PoE transmission method А: 1, 2 (+), 3, 6 (-)

* The catalog contains selected models of the series.!

PRO-MSW

PRO-MSW Transport network switches, 4 ports
Model PRO-MSW4M1GPOE
Ports 1 port for data transmission 

10/100/1000M (Up-link port)
4 ports for receiving data 10/100M (Down-
link port)

Connector type RJ45
Indication Power / DVR / Cameras status display
Input power, V from 8 to 36 DC
Output power, V POE, 7W per port
Power consumption, W 3 (excluding power supply of cameras)
Operating temperature, °С от -40 до +55
Dimensions, mm 126 x 149 x 43,3

PRO-MSW Transport network switches, 8 ports
Model PRO-MSW8M1GPOE
Ports 1 port for data transmission 

10/100/1000M (Up-link port)
8 orts for receiving data 10/100M (Down-
link port)

Connector type RJ45
Indication Power / DVR / Cameras status display
Input power, V from 8 to 36 DC
Output power, V POE, 7W per port
Power consumption, W 3 (excluding power supply of cameras)
Operating temperature, °С from -40 to +55
Dimensions, mm 159 x 174 x 54

PRO-MUPS - Uninterruptible Power Supplies
Model PRO-MUPS2
Battery capacity, Ah 2
Input power, V from 12 to 36 DC
Output power, V 9,6 DC, 4А
Max battery charge voltage, V 10,8 DC
Battery charge current, A 1
Average battery charging time, h 2,5
Operating temperature, °С from 0 to 55
Dimensions, mm 123 x 88,5 x 42,2

Model PRO-MUPS7
Battery capacity, Ah 6,9
Input power, V from 12 to 36 DC
Output power, V 9,6 DC, 4А
Max battery charge voltage, V 10,8 DC
Battery charge current, A 3
Average battery charging time, h 3
Operating temperature, °С from 0 to 55
Dimensions, mm 124 x 30 x 144

* The catalog contains selected models of the series.!
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PRO-AM / PRO-M7

PRO-AM Display
Diagonal 17 19.5 21.5 27 32 42
Aspect ratio 16:9
Resolution 1920x1080
Viewing angle, degrees, not less 170/170
Contrast 1000:1
Brightness, cd / m2 250 
The presence of speakers 2  / 2.5 W
Input 2xBNC, 1xVGA, 2xHDMI, 3xAudio, 1xUSB, 

1xSD
Supply voltage, V 12 DC
Power consumption, W 30

PRO-M7TP Display
Diagonal 7’’
Aspect ratio 16:9
Resolution 800x400
Brightness, cd / m2 400 
The presence of speakers 2  / 2 W
Control Combined 

(touch + button)
Supply voltage, V 12 DC
Power consumption, W 2.4
IP range IP53

PRO-М7A2 Display
Diagonal 7’’
Aspect ratio 16:9
Resolution 800х480
Viewing angle, degrees, not less 50, 75, 80, 80
Contrast 250:1
Input 2
Supply voltage, V 12 DC
Power consumption, W 5
IP range IP40

* The catalog contains selected models of the series.!

Control panels

PUUKT - control panel
The control panel is designed for remote control of the rotary support and the 
drive of the television camera lens via the Ethernet 100/1000 local network. The 
PUUKT control panel is equipped with a built-in IP-server of control commands 
and, together with the recorder software, provides remote control of devices.

ManipulatorLeft button is 
selection. The double click on 
window is to expand to full 
screen \ return to the split screen. 
Right button is call up the menu.

Monitor selection panel
. The backlight of the button 
shows the selected monitor.

Display
Displays the selected setting

Keyboard
Selects the installation       

Pointing stick
Carries out remote control: positioning in space 
of the electromechanical support-rotary device; 
change the multiplicity of ZOOM. Control panel 
power supply with constant voltage (12 ± 1.2) V.

The main functional capabilities of the product are:
• Manual or automatic control of the position of the rotary support (by turning and tilting the video unit installed on it) with 
various speed settings. 
• Setting and/or calling set positions – 64 preset positions in total. 
• Manual adjustment of focus and zoom of the surveillance device (TV cameras) 
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Applications

Group of BIC companies
bic-company.ru

BIC-Inform
bic-inform.ru

BIC Lenses
cctvlens.ru

BIC Techno
bic-tec.ru

BIC Trade
bic-video.ru

BIC Service
service.bic-video.ru

BIC Moscow
msk@bic-inform.ru

BIC-Inform specializes in the development and production of video 
surveillance and monitoring equipment. Having been founded in 
1998, to date BIC-Inform is one of the leaders in the Russian market, 
implementing unique solutions of any complexity. 

BIC-Inform carries out a full cycle of work ranging from design, 
manufacturing and testing to delivery and subsequent maintenance 
of equipment. The design office, production and testing facilities, 
professional selection of equipment, advanced circuit solutions, 
an effective quality management system and highly qualified 
specialists allow the company to create competitive products for the 
oil and gas and energy industries, industrial enterprises, transport 
and urban infrastructure. 

The equipment of the BIC-Inform company is certified and confirms 
with technical equipment regulatory requirements, including 
offshore and oil and gas facilities.

About

Geography of projects

For more than 20 years of work we have gained a good reputation and a lot of regular customers and 
partners. Equipment manufactured by BIC-Inform is successfully operated at hundreds of facilities in 
Russia and exported to various countries of the world, including the USA, Chile, France, Spain, United Arab 
Emirates, Brunei, Belarus, Kazakhstan.

Clients

Ministry of Defense of the Russian Federation 
Ministry of Internal Affairs of the Russian Federation 
JSC «Concern VKO» 
Almaz - Antey 
JSC Concern Kalashnikov
Research Institute TsPK them. Yu.A. Gagarina
NPO Pribor
Central Research Institute of RTK
ALROSA
JSC «Kaspersky Lab»
LLC «FURUNO EVRUS»
GC «Geoscan»
OJSC Yamal LNG
PAO NOVATEK

PJSC Gazprom
JSC «Taneco»
Rosneft Oil Company
PJSC «Lukoil»
NCOC «North Caspian Project»
PJSC SIBUR Holding
LLC «KINEF»
JSC «Kronshtadt»
JSC «ROSPAN INTERNATIONAL»
Chita International Airport
Barnaul International Airport
Omsk International Airport
JSC «Research Institute of Television»

12 COUNTRIES

>750
PROJECT

71°16’N, 71°58’E
YAMAL-LNG is the northernmost point where BIC-
Inform equipment is installed.
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Our partners

Technological partnership is a program for the development 
of joint projects aimed at integrating BIC-Inform products with 
solutions of other manufacturers, mutual use of products (their 
components), exchange of technical information, implementation 
of innovative developments in favor of development of the 
security market. The technological partners of BIC-Inform are 
leading national and foreign manufacturers of optics, electronic 
components, software, video and thermal imaging cameras, 
system integrators. 

We offer:
• development of an integrated solution concept and its 
implementation; 
• equipment testing in a testing laboratory; 
• full technical support for the final product; 
• obtaining all necessary certificates; 
• training, holding seminars with the issuance of appropriate 
certificates.

How to become our 
partner?
If you want to become our partner, please 
contact us:
Phone: +7 (812) 447-95-55
E-mail: bic@bic-inform.ru

Technology partnership

We invite IT companies and software 
specialists to cooperate
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Head office
190020, Saint-Petersburg 
ul. Bumazhnaya, d. 9, korp. 1
Tel.: +7 (812) 447-95-55 
E-mail: bic@bic-inform.ru

Service
190020, Saint-Petersburg  
pr. Narvskiy, d. 14 
Tel.: +7 (812) 747-32-66 
E-mail: service@bic-inform.ru

Production
198095, Saint-Petersburg 
ul. Marshala Govorova, d. 52 
Tel.: +7 (812) 320-22-02
E-mail: nachp@bic-inform.ru

Technical support
198095, Saint-Petersburg 
ul. Marshala Govorova, d. 52 
Tel.: +7 (812) 320-22-02 
E-mail: support@bic-inform.ru

Office/m. Narvskaya
190020, Saint-Petersburg
pr. Staro-Petergofskiy, d. 43/45 
Tel.: +7 (812) 252-68-64
E-mail: narvskaya@bic-video.ru

Office/m.Ozerki
194354, Saint-Petersburg
ul. Yesenina, d. 5, «Yarus», 
sec. 9A 
Tel.: +7 (981) 878-30-28
E-mail: ozerki@bic-video.ru

Office/m. Ladozhskaya
195112, Saint-Petersburg
pr. Energetikov, d. 3, lit.B, 
«Ladozhskiye ryady», sec.32 
Tel.: +7 (911) 709-35-29
E-mail: lad@bic-video.ru

Moscow office
105082, Moscow
ul. Bol’shaya Pochtovaya, 
d. 55/59, str. 1, ofis 744 
Tel.: +7 (495) 645-23-92
E-mail: msk@bic-inform.ru

GO TO MAP

56


